Printer Configuration and Adjustment
Adjust Printer Settings

Table 1 • Print Settings (Continued)
Print Width

Print Mode

Specify the width of the labels being used. The default value is the maximum width for the
printer, based on the printhead’s DPI value.
Note • Setting the width too narrow can result in portions of a label format not being
printed on the media. Setting the width too wide wastes formatting memory and can
cause the printer to print off of the label and onto the platen roller. This setting can
affect the horizontal position of the label format if the image was inverted using the
^POI ZPL II command.
Accepted values:

0000 to 1248 dots

Related ZPL command(s):

^PW

SGD command used:

ezpl.print_width

User menu item:

PRINT WIDTH on page 95

Printer web page:

View and Modify Printer Settings > Media Setup >
Print Width

Select a print mode that is compatible with your printer options.
For information about how the print mode selections work with different printer options, see
Select a Print Mode on page 30.
•
•
•

Accepted values:

•

Label Left
Position
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TEAR OFF
CUTTER
PEEL (use this value for peel-off or liner take-up
printing)
RFID (use when printing batches of RFID labels to
increase throughput time)

Related ZPL command(s):

^MM

SGD command used:

media.printmode

User menu item:

PRINT MODE on page 95

Printer web page:

View and Modify Printer Settings > General Setup >
Print Mode

If necessary, shift the print position horizontally on the label. Positive numbers move the left
edge of the image toward the center of the label by the number of dots selected, while
negative numbers move the left edge of the image toward the left edge of the label.
Accepted values:

–9999 to 9999

Related ZPL command(s):

^LS

SGD command used:

zpl.left_position

User menu item:

LEFT POSITION on page 95

Printer web page:

View and Modify Printer Settings > Advanced Setup >
Left Position

ZT400 Series™ User Guide

P1066582-001

69

Printer Configuration and Adjustment
User Menus—SETTINGS Menu

Adjust the Tear-Off Position
If necessary, adjust the position of the media over the tear-off bar
after printing.

TEAR OFF

ź

0

Ÿ

See Tear-Off Position on page 68 for more information.

Adjust the Print Width
PRINT WIDTH

ź

832

Ÿ

Specify the width of the labels being used. The default value is the
maximum width for the printer, based on the printhead’s DPI
value.
See Print Width on page 69 for more information.

Select the Print Mode
Select a print mode that is compatible with your printer options.

PRINT MODE

ź

TEAR OFF

Ÿ

See Print Mode on page 69 for more information.

Adjust the Label Left Position
LEFT POSITION

ź

0

Ÿ

If necessary, shift the print position horizontally on the label.
Positive numbers move the left edge of the image toward the
center of the label by the number of dots selected, while negative
numbers move the left edge of the image toward the left edge of
the label.
See Label Left Position on page 69 for more information.

Set the Reprint Mode
REPRINT MODE

ź

OFF

Ÿ

When reprint mode is enabled, you can reprint the last label printed
either by issuing certain commands or by pressing the
LEFT ARROW on the control panel.
See Reprint Mode on page 70 for more information.
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Printer Setup and Operation
Select a Print Mode

Select a Print Mode
Use a print mode that matches the media being used and the printer options available
(Table 3). The media path is the same for roll and fanfold media.
Table 3 • Print Modes and Printer Options
Print Mode

When to Use/Printer Options Required

Printer Actions

Tear-Off
(default setting)

Use for most applications. This mode can
be used with any printer options and most
media types.

The printer prints label formats as it
receives them. The printer operator can tear
off the printed labels any time after they
print.

Roll media in Tear-Off mode

Fanfold media in Tear-Off mode
(shown fed through the rear access slot)

Red solid lines = media, Blue dotted lines = backing only
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Select a Print Mode

Table 3 • Print Modes and Printer Options
Print Mode

When to Use/Printer Options Required

Printer Actions

Cutter

Use if the printer has a cutter option when
you want the labels to be cut apart.

The printer prints a label and then cuts it
free.

Cutter mode

Peel-Off

Use if the printer has the Peel-Off option,
the Liner Take-Up option, or the Rewind
option.

The printer peels the label from the liner
during printing and then pauses until the
label is removed. The liner exits the front of
the printer.

Peel-Off mode

Red solid lines = media, Blue dotted lines = backing only
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Printer Setup and Operation
Select a Print Mode

Table 3 • Print Modes and Printer Options
Print Mode

When to Use/Printer Options Required

Printer Actions

Peel-Off (with
Liner Take-Up)

Use if the printer has the Liner Take-Up
option or the Rewind option.

The printer peels the label from the liner
during printing and then pauses until the
label is removed. The liner winds onto the
liner take-up spindle or the rewind spindle.

Liner Take-Up Option

Rewind Option

Red solid lines = media, Blue dotted lines = backing only
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Select a Print Mode

Table 3 • Print Modes and Printer Options
Print Mode

When to Use/Printer Options Required

Printer Actions

Rewind

Use if the printer has the Rewind option.

The printer winds the labels and liner onto
the rewind spindle without peeling the
labels from the liner.

Rewind mode

Red solid lines = media, Blue dotted lines = backing only
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