Zebra® ZXP Series 8™

Wireless PCBA
Spare Kit Instructions

Any attempt to install it by other than Zebra trained and certified personnel will

Caution « This kit may only be installed by Zebra trained and certified personnel.
A void the product warranty and may cause damage to the equipment.

Introduction

These instructions describe installing Wireless PCBA Spare Kits 105936G-066,
105936G-067, 105936G-068, and 105936G-069 in a Zebra ZXP Series 8 Card Printer.

In general, only removal directions are presented; unless otherwise noted, replacement
would be performed by reversing the removal steps.
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Wireless PCBA Spare Kit Instructions

Kit List:

Kit List

SPARE KITS: Replacement Wireless PCBA ZXP8

KIT NUMBER

DESCRIPTION

105936G-066

Kit Wireless Connectivity USA ( United States of America ) ZXP8

105936G-067

Kit Wireless Connectivity EMEA ( Europe / Middle East / Africa) ZXP8

105936G-068

Kit Wireless Connectivity Japan ZXP8

105936G-069

Kit Wireless Connectivity Australia ( Asia Pacific ) ZXP8

Required Tools

e TORX T8 and T10 Drivers

Procedure

Electric Shock Caution « Before performing any of the procedures in this section, set
the printer power to OFF (O) and disconnect the power cord.

»> B

Electrostatic Discharge Caution ¢ This replacement procedure must be performed at a
static-free work station, an anti-static wrist strap must be worn and properly terminated,
or other appropriate protection must be used.

Caution « Before beginning any of the steps that follow, read completely through this

>

the printer.

procedure. If you do not have the specified tools, or if any step(s) seem beyond your skill
or experience level, do not attempt the procedure. You may cause additional damage to
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Wireless PCBA Spare Kit Instructions
Procedure: Preparation

Preparation
Front Bezel

Sepl.  WithaTORX T10 driver, remove the two screws (circled below) holding the Front
Bezel in place.

Sep 2. Set the printer on itsleft side.

Sep 3.  Slideacard under thelip of the Front Bezel to release thelock (arrow below). Leave
the card in place while you similarly release the other lock. Do not use ascrewdriver
as damage may occur to the printer.

Sep 4. Removethe Front Bezel.
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Wireless PCBA Spare Kit Instructions
Procedure: Preparation

Left Side Cover

Sep 1. WithaTORX T10 driver, remove the two screws (circled below) holding the Left
Side Cover in place.

Sep 2.  Set the printer onitsright side.

Sep 3.  Slideacard under the lip of the Left Side Cover to release the lock (arrow below).
Leave the card in place while you similarly release the other two locks (circled
below). Do not use a screwdriver as damage may occur to the printer.

Sep 4.  Carefully remove the Left Side Cover.
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Wireless PCBA Spare Kit Instructions
Procedure: Preparation

Right Side Cover
Sep 1. If not aready done, remove the Input Hopper.

Sep 2. WithaTORX T10 driver, remove the two screws (circled below) holding the Right
Side Cover in place.

Sep 3. Set the printer on itsleft side.

Sep 4. Slideacard under the lip of the Right Side Cover to release the lock (arrow below).
Leavethe card in place while you similarly release the other two locks. Do not use a
screwdriver as damage may occur to the printer.
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Wireless PCBA Spare Kit Instructions
Procedure: Preparation

Sep 5. Lift the Right Side Cover up and away from the Printer thereby clearing the EMI
Line Filter.

Sep 6.  Asyouremove the Right Side Cover, unplug the connector to the Operator
Control Panel (OCP).

Sep 7. Removethe Right Side Cover.
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Wireless PCBA Spare Kit Instructions
Procedure: Preparation

Bottom Rear Enclosure

Sep 1. Remove the washer and nut from the antenna connector, then remove the Antenna

Sep 2. WithaTORX T10 driver, remove the two screws (circled below) holding the
Bottom Rear Enclosure in place.

Sep 3. Setthe printer onitsside.

Sep 4. Slideacard under the lip of the Bottom Rear Enclosure to release the lock (arrow
below). Leave the card in place while you similarly rel ease the other lock. Do not
use a screwdriver as damage may occur to the printer.

Sep 5.  Remove the Bottom Rear Enclosure.
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Wireless PCBA Spare Kit Instructions
Procedure: Removal
Removal

Sep 1.  Leavethe printer on its side with the PCBA visible from the rear of the printer;
circled below.

Sep 2. WithaTORX T8 driver, remove the four screws (arrows below) holding the
PCBA in place.
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Wireless PCBA Spare Kit Instructions
Procedure: Replacement

Sep 3. Slidethe PCBA out of the printer.

Sep 4. Setthe PCBA aside.

Replacement

Replacement is performed by reversing the removal steps.
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